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PRUFILE

From a small beginning in 1973, Surya Roshni Limited - Steel Pipe Division has grown from strength to
strength to become a leading manufacturer of G/ Black MS Pipe and Steel Hollow Sections in the country. The
three multi located in-house manufacturing facilities are serving the requirements of national as well as
international customers spreading worldwide. Besides three Steel Pipe manufacturing facilities, It also has two
Lighting units at Kashipur (Uttarakhand) and Malanpur (MP) producing Fluorescent Tube Lights, GLS lamps,
CFL, LED & various other components.

PLANT

Steel Hollow sections unit at Malanpur, Gwalior is catering to wide applications — Infrastructural, Industrial and
General Engineering requirements. The Steel Hollow Sections, as a substitute to Conventional Sections,
brings quality, consistency and set of mechanical properties in engineering application and ready to use
productin market.

SURYA plants are equipped with state-of-the-art Slitting lines, Pipe mills, Galvanizing units, Threading
machines, Finishing and Foolproof High pressure Hydro testing machines. The plant has sufficient handling
and storage facilities used for supporting regular requirement and deliveries at shorter lead time. Our plants
are awarded with the prestigious ISO-9001, ISO 14001, OHSAS 18001, UL, CE Certification & API License.
SHS/RHS is supplied as per I1S: 4923 specification, CHS is supplied as per |S: 1161 specification.

Quality assurance begins at the raw material stage and continues right through all the manufacturing
operations, till the product is packed for despatch. The quality assurance department is fully backed by a
modern laboratory for various metallurgical and chemical tests, and a test house for testing physical
properties.

SURYA is augmenting its product basket and range to remain a leader in Steel Hollow Sections market. The
strength of Surya Hollow Sections lies in its thickness range : 1.4 mm to 8 mm and Grade-YST 210/240/310.

PFPROGEBS ¥

COIL ACCUI\.‘iU LATOR

o

O 000 ™M
0 00O —

H.R. COIL STRIP COIL UNREELER STRIP LEVELLER SHEAR MIG WELDER PINCH ROLLER

FORMATION FROM CIRCULAR TO RHSISHS

e, 1000 (OO U L

. 0t
SIZING FORMING MILL

TURK'S HEAD HIGH FREQUENCY INDUCTION WELDER

STAMPING

- aﬁ"“'e\?"/ﬂ \v [
AT\ [P 5
WAANA LN
.._{g{/&//’d R

» -




Conventional Structurals.

Conventional Structurals.
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CLOSED STRUCTURALS (SHS/RHS/CHS) - ADVANTAGES

Closed Structural (SHS/ RHS/ CHS) manufactured by SURYA have an edge in parameters over

1. Theraw material for making the sections is procured from SAIL/ JSW/ESSAR/LLOYDS.

2. The uniform distribution of the steel around the axis of Closed Structural exhibit remarkable strength
qualities and thus offer decisive advantages as regards to application technology.

3. Due to their high rigidity and compressive strength, Closed Structurals delivers more efficiently than

4. Theirhigher strength to weight ratio results in up to 40% saving in steel.
5.  The smooth, uniform profile of these sections minimise corrosion and facilitate easy fabrication, at site.
6. Closed Structurals also enhances the aesthetic appeal of structures.

APPLICATIONS

INFRASTRUCTURE

Airport

Metro

Bridge

Stadium

Steel and Power Plants

Residential and Commercial Complex
Transmission Tower

GENERALENGINEERING

Agricultural Implement Frames

Amusement Parks & Playground Equipments
Bus Body/Commercial Lorry

Bus Stand

Furniture

Foot Over Bridge / Cross Walkway

Sign Supporting Structure

INDUSTRIALAPPLICATION

Industrial Sheds
Pipe rack and Supporting Structure
Material Handling
Storage Racks

Space Frames
Industrial Fabrications

.....



Steel Hollow Sections For Structural Use (SHS)
DIMENSIONS AND DEPTH PROPERTIES OF SQUARE HOLLOW SECTIONS IS 4923 : 1997 GRADE YST 210, YST 240, YST 310
WIDTH | THICKNESS | WEIGHT AREA MOMENT OF | RADIUSOF | ELASTIC | PLASTIC
D OF SECTION |  INERTIA GYRATION | MODULUS | MODULUS
-- -
_ _
200X 20.0 200 200 2.0 1.33 0.58 0.68 0.61 0.61
200 200 26 1.46 517 0.63 0.66 0.66 0.66
oR QX250 250 250 26 1.69 2.16 1.72 0.89 1.38 1.76
250 250 32 1.98 253 1.89 0.86 1.51 1.98
320 320 26 2.26 2.88 4.02 1.18 2 51 3.1
32.0X32.0 320 320 3.2 2.69 3.42 454 1.15 2.84 3.59
320 320 40 3.19 4.07 5.02 1.11 3.14 4.11
400 400 26 2.92 3.72 8.45 1.51 422 512
400 400 32 3.49 4.45 9.72 1.48 4.86 6.01
A 400 400 36 3.85 4.91 10.45 1.46 5.22 6.53
400 400 40 420 5.35 11.07 1.44 554 7.01
50 50 2.9 4.07 5.19 18.37 1.88 7.42 8.93
50.0X50.0 50 50 36 4.93 6.28 21.42 1.85 8.66 10.60
50 50 45 5.95 7.58 24,64 1.80 9.96 12.47
600  60.0 26 455 5.8 31.33 233 10.44 13.35
60.0 X 60.0 600  60.0 36 6.11 7.79 40.37 2.28 13.46 16.22
600  60.0 45 7.43 9.47 47.20 2.23 15.73 19.32
720 720 3.2 6.71 8.54 66.32 2.79 18.42 21.80
72.0X72.0 720 720 40 8.22 10.47 79.03 2.75 21.95 26.32
720 720 48 9.66 12.31 90.31 271 25.09 30.49
80.0  80.0 32 7.51 9.57 92.71 3.11 27.29 27.92
80.0 X 80.0 80.0  80.0 40 9.22 11.75 111.05 3.07 27.76 33.07
80.0  80.0 48 11.03 13.85 127.58 3.04 31.90 38.45
915 915 36 9.67 12.32 156.49 3.56 34.21 40.24
915X915 915 915 45 11.88 15.14 187.57 3.52 41.00 48.79
915 915 54 14.01 17.85 215.68 3.48 47.14 56.77
100.0  100.0 40 11.73 14.95 226.35 3.89 45.27 53.30
100.0X100.0 1000  100.0 5.0 14.41 18.36 271.10 3.84 54,22 64.59
1000  100.0 6.0 16.98 21.63 311.47 379 62.29 75.10
1135 1135 45 14.99 19.10 372.88 4.42 65.71 77.33
1135 1135 48 15.92 20.28 393.31 4.40 69.30 81.81
M35X135 4435 1135 5.4 17.74 22,60 432,58 4.38 76.23 90.55
1135 1135 6.0 19.53 24.87 469.81 4.35 82.79 98.96
1320 1320 48 18.71 23.83 634.39 516 96.12 112.69
132.0X1320 1320 1320 54 20.88 26.59 700.11 513 106.08 125.02
1320 1320 6.0 23.01 29.31 762.98 510 115.60 136.98
1500x1500 1900 1500 5.0 22.26 28.36 982.12 5.89 130.95 152.98
150.0  150.0 6.0 26.40 33.63 1145.91 5.84 152.79 179.88
180.0  180.0 40 21.90 27.90 1434.00 7.17 159.00 184.00
1800X 1800 1800  180.0 5.0 27.20 34.60 1755.00 7.12 195.00 226.00
180.0  180.0 6.0 32.05 40.83 2036.00 7.06 226.00 280.00
180.0  180.0 8.0 42,50 54.10 2633.00 6.98 293.00 346.00
Apart from above mentioned sizes, we also manufacture customized and need based requirement. 9
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Steel Hollow Sections For Structural Use (RHS)

Dimensions and Properties of Rectangular Hollow Sections 15:4923:1997 Grade YST 210, YST 240, YST 310

DEPTH | WIDTH | THICKNESS | WEIGHT [AREA OF) MOMENT OF INERTIA | RADIUS OF GYRATION | ELASTIC MODULUS | PLASTIC MODULUS
DxB
SECTION

-m_mmm—“——
.+ | 2 /3 ! 4 /5] 6] 7 8 [ o 0 [ 11121 13 14 |

50.0 X 25.0 50 25 2.9 298 380  10.93 360  1.70 0.97 437 288 572 348
50 25 3.2 324 413 1163 380 168 0.95 465 304 614 373
60.0 X 40.0 60 40 2.9 412 [ 55| 274 quk || 247 158 825 656 1025 773
66 33 2.9 407 519  27.33 912 229 1.33 828 553 1059  6.49
66.0 X 33.0 66 33 36 493 628 3187 1052 225 1.29 966 637 1256  7.66
66 33 45 595 758 3664 1193 220 1.25 1110 723 1477 894
75 25 29 412 5256  29.82 772 || 238 1.21 852 514 1107 6.04
75.0%25.0 75 25 3.2 450 573 32.04 824 237 1.20 915 549 1198  6.51
75 25 40 545 695  37.23 942 231 1.16 1064 628 1420 766
80 40 2.9 503 641 5087 1711 282 1.63 1272 856 1607  9.88
80.0X40.0 80 40 3.2 550 701  54.94 1841 2580 1.62 1374 921 1746  10.72
80 40 40 671 855 6479 2149 275 1.59 1620 1074 2091 1277
96 48 3.2 671 854 9861 3328  3.40 1.97 2054 1387 2585  15.91
96.0 X 48.0 96 48 40 822 1047 11754 3932 350 1.94 2449 1630 3121 19.14
96 48 438 966 1231 13435 4455  3.30 1.90 2799 1856 3613  22.08
— 100 50 3.2 701 893 11229 3795 360 2.06 2246 1518 2820 17.37
100 50 40 859 1095 13414 4495 350 2.03 2683 1798 3410 2093
122 61 36 967 1232 23261 7883  4.34 2.35 3813 2584 4771  29.42
122.0X61.0 122 | | Bl 45 11.88 1514 27894 9378  4.29 2.49 4573 3075 57.85  35.56
122 8 5.4 1401 17.85 32083  107.03  4.24 245 5260 3509 67.29  41.22
145 82 48 1592 2028 55516 22850  5.23 3.36 7657 5573 9493  63.93
1450820 145 82 5.4 17.74 2260 610.85  250.59 5.20 3.33 8426 61.12  105.07 70.66
e 72 || % 48 1871 2383 91713 34691  6.20 382 10664 7541 13208 8561
72 | lg 54 2088 2659 101247 38174 617 379 11773 8299 14655 94.86
200 100 5.0 2226 2836 145928 49694  9.03 472 23134 9939 181.38 112.10
200.0X100.0 200 100 6.0 2640 3363 170334 57692  9.20 467 28495 11538 21328 13151

200 100 8.0 3438 4379 2146.27 719.19 8.07 4.57 28495 14384 27281 167.44
220 140 5.0 2697 34.36 2313.39 1155.24 8.21 6.54 210.31 165.03 253.74 186.31
220 140 6.3 33.81 43.07 2849.53 1417.84 8.13 6.48 250.05 20255 315.09 231.02
Note : Sizes other than specified above may be supplied as per customer requirement

220.0X140.0

ELONGATION t
GRADE T.S. (MIN) Y.S. (MIN) 4 lh.!
MPA MPA 25.4 MM OVER fa) x_,_r-s_x
& UNDER | 25.4 MM q |
YST- 210 330 210 12 20 |
YST - 240 410 240 10 15 Y
B0 . 310 : 10 Specification:

IS : 4923




Steel Tubes For Structural Purposes Conforming to IS : 1161:1998
Grade YST 210, YST 240, YST 310

N.B. Outside | Thick-| Neminal weight Nocr::i‘ncglls::id ht N.B. Outside | Thick-| Nominal weight No?naillfali’llevtg? ht
and Diameter| ness Black Tubes | g3jyanized Tubes and Diameter| ness Black Tubes | gajyanized Tubes
Series Plain End Plam End Series Plain End Plain End

EIEEEEETES (S e S e

L 0947 1056 1.00 1003 i 975 103 997 100
15 M 213 2.6 121 826 126 79 100 M 1143 4.5 12.20 g2l Sgids i
H 32 144 694 149 671 | 54 1450 69 1472 68
L 23 138 725 143 699 L 45  13.60 74 1390 72
20 M 29 26 15 641 161 621 110 M 1270 48 1450 69 1480 68
H 32 187 535 192 521 H 54 1620 62 1480 61
L 26 198 505 203 493 L 45 15.00 67 1525 66
95 W | 937 | 32 24| 45| 246 o7 125 M 1397 48 1590 63 1615 62
H 49 | 293 | 341 =298 | 236 H 54 17.90 56 1815 55
L 26 254 394 262 382 L 45  16.40 61 1678 60
32 M 424 32 310 323 318 314 135 M 1524 48 1750 57 17.88 56
H 40 379 264 387 258 4 54 19.60 51 1998 55
L 29 || 393i| 310 334 | 269 i 45 17.80 5 1820 55
48 M | 483 ||| 32 || as56 981 367 | 272 150 1651 48 1890 53 1930 52
- 40 | 437 | 978 448 | 9236 H 54 2130 47 2170 46
L 29 408 245 420 238 L 45 182 55 1866 54
50 M 603 36 503 199 515 194 150 M g3 48 194 52 19.88 50
H 45 619 162 631 158 H ' 54 217 46 2224 45
L 32 571 175 586 171 63 252 4 4100 24
65 M 761 36 642 156 657 152 L 48 2240 45 2294 44
H 45 793 126 810 123 175 M 1937 54 2510 40 2564 39
L 32 672 149 690 145 H 59 27.30 37 2784 36
80 M 889 40 836 120 854 117 L 48 2540 39 2595 39
H 48 990 101 1008 99 200 M 2191 56 2950 34 3005 33
L 36 | a7e | A1 a9 | A H 59  31.00 32 3155 32
9 m 1016 40 963 144 720 139 250 H 2730 59 3890 26 3968 25
H 48 1150 87 1177 85 300 H 3239 63 49.30 20 5028 20
350 H 3556 8.0 68.60 15 6958 14
DIMENSIONAL TOLERANCE:
OUTSIDE SQUARE CORNER WEIGHT LEL CUSTOMIZED
THICKNESS INDIVIDUAL ON LOT OF 10
DIMENSION NESS RADIUS LENGTHS MT OFFER
RHS/SHS YST 210 +/-1% with a +/-10% 90deg 3t max -8%, +10% +/-7.5% Length -4M
1S: 4923 YST 240 minimum of to12 M
YST 310 +/-0.50 mm +/-2deg. Thickness -
1.4 mm to 8.0mm
CHS YST 210 ODuptoand  + no limit NA NA L +10%, L +/-5% oD
1S:1161 YST 240 incl 48.3 -10% - 8% Y
+0.4/ -0.8mm;
YST 310 -
over48.3 +/-1% MaH s X X

-10% -7.5%

SURYA Steel Pipes Manufacturing Units s
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Structural Steel Hollow Sections

Extensive Applications
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BRANCH OFFICES

AHMEDABAD

101 Shefali Centre,

Near Paldi Char Rasta,
Ahmedabad-380 00B(Gujarat)

Ph. : (079) 26579345

Mobile : 09541724917

E-mail :ahmedabad@suryasteelpipe.com
kalpeshdwivedi@bgh.surya.in

BANAGALORE

Pranathi Building,

No.17,South Cross Road, Basavangudi
Bangaluru-560004.(karnataka)

Ph.: (OBOD) 26621954

Mabile : 08342421190

E-mail : bangalore@suryasteelpipe.com

CHENNAI

A-13, 3rd Phase, 2nd Cross Street
TVK Industrial Estate, Guindy
Chennai-600032(Tamil Nadu)
Mabile : 08382445313,

E-mail : chennai@suryasteelpipe.com

DEHRADUN

E-18, Co-operative Ind. Area,
Sharanpur Road,

Dehradun-244713 (Uttarakhand)
Mobile : 08881850406,

E-mail : dehradun@suryasteelpipe.com

DELHI

5006, 2nd Floar, Jaisav Place,
Sikriwalan,Hauz Quazi

New Delhi-1 10006

Ph. 09355049884

Mobile : 08310235216

E-mail : delhi@suryasteelpipe.com

GHAZIABAD

143, Prakash Industrial Estate

Giani Border, Gate No.1,Sahibabad
Ghaziabad(U.P)

Ph. (0120) 4102663

Mobile : 085953376489

E-mail : ghaziabad@suryasteelpipe.comO

HARYANA

Prakash Nagar, Delhi-Rohtak Road,
Bahadurgarh - 124507 Haryana

Ph.: 01276-241792, 241840

Mobile : 08313350823

E-mail : bahadurgarh@suryasteelpipe.com

INDORE

Goyal Market , 2nd Floor,38 Ware
House Road ,Indore- 452007 (M.F)
Ph.:(0731) 2462415

Mobile : 09328362415

E-mail : indore@suryasteelpipe.com

JAMMU

29-F/ 1 Hazipura, Near Chenab Tractors,
National Highway, Last Morh,Nai Basti
Jammu Cantt. (J&K]

Ph.:(0191) 2437544

Mobile : 09419125133

E-mail : jammu@suryasteelpipe.com

JAIPUR

140,1st Floor

Ganpati Plaza M.I. Road

Jaipur - 302001 (RAJ.)

Phone : 0141-2389173

Moabile : 0B290363540

E-mail : jaipur@suryasteelpipe.com

LUDHIANA

1751 , Jaimal Road, Janta Nagarn,
Bhagwan Chowk,

Ludhiana-141003 (Punjab)

Ph.: (0161) 2492756

Mobile : 09316372664

E-mail ; ludhiana@suryasteelpipe.com

NAGPUR

D-1/A & D-2/4, MIDC Hingna, Wadi
Nagpur (Maharashtra)

Mobile : 09371034584

E-mail ;: nagpur@suryasteelpipe.com

PUNE

401, Karachiwala Chambers,

16, M.G.Road,

Pune-411001 (Maharashtra)
Phaone : 020-26050282

Mobile : 09324350316

E-mail : mumbai@suryasteelpipe.com

SECUNDERABAD

Door No.8-7-14, Marri Bal Reddy
Nagar (Rajeshwari Nagar),

Survey No.18 Old Bowenpally
Secunderabad-50001 1(A.P)

Phone : 040-278397258

Mobhile : 09392445313

E-mail : hyderabad@suryasteelpipe.com

SURYA ROSHNI LIMITED

Head Office : Padma Tower -1, Rajendra Place,
New Delhi - 110008 Ph. : 011-25810096-96, 47108000
Fax : 011-25789560
Regd. Office : Prakash Nagar, Delhi-Rohtak Road,
Bahadurgarh - 124507 Haryana
Ph. : 01276-241792, 241840 Fax:01276-241886

Email : trade@suryasteelpipe.com Website : www.suryasteelpipe.com







